16 NCD 13/E 16 NCD 13

Normes de référence

AIR 9160 C

ASNA 3122

ECS 2136

CCT LA 304

CCT LA 140

Nous consulter pour normes spécifiques (LW, Pr EN,....)

Propriétés

Acier allié Ni Cr Mo permettant de combiner a ['état cémenté une dureté
superficielle élevée et des caractéristiques particulierement intéressantes
de résilience et de tenue a la fatigue a coeur.

Domaines d'application

Piéces de sécurité pour 'aéronautique. Pieces mécaniques fortement
sollicitées utilisées a I'état cémenté ou non (transmission de puissance :
pignons, arbres, moyeux).

Specifications

AR 9160 C

ASNA 3122

ECS 2136

CCT LA 304

CCT LA 140

Further specifications on request (LW, Pr EN,....)

Steel Properties

Low alloy Ni Cr Mo carburizing case-hardenable steel. In the carburized
condition, its high case hardness is combined with desirable impact and
fracture toughness characteristics in the core.

Applications

Security components for aerospace. Highly stressed structural
components used in the carburized or non-carburized condition (in power
transmission, e.g. gears, shafts, hubs).

Stock disponible

Barres laminées ou forgées, recuites, écroitées
Longueur: 3,6-4 m

Etat de livraison : dureté <241 HB

Etat de référence TH 815/835 °C + Ru 185/195 °C :

Available stock

Hot rolled or forged bars, annealed, peeled
Length: 3.6-4 m

Condition as supplied: hardness <241 HB
Capability test TH 815/835°C + Ru 185/195°C:

R/UT.S. Re/Y.S. 0.2% A/ Elongation KCU / KCU Dureté / Hardness
MPa MPa % DaJ/cm? HB
1180-1380 | =980 |28 |=6 |340-410
Diamétre / Diameter, mm
20 25 30 35 40 45 50 55 60 65 70 75 80 90 100 110
120 130 150 160 180 200 220 250
Barres élaborées refondu sous laitier, recuites, écrottées Electro-slag remelted bars, annealed, peeled
Longueur: 3,6-4 m Length: 3.6-4 m
Etat de livraison : dureté <241 HB Condition as supplied: hardness <241 HB
Etat de référence TH 815/835 °C + Ru 185/195 °C : Capability test TH 815/835°C + Ru 185/195°C:
R/ UT.S. Re/Y.S. 0.2% A/ Elongation KCU / KCU Dureté / Hardness
MPa MPa % DaJ/cm? HB
1180-1380 |>980 [>8 |>6 [340-410
Diameétre / Diameter, mm
45 55 65 80 90 130 140
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